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and tailstock Extra shear pins
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Tinisn. S>pinale nose tnreads, naraenea ana

able speed pulley moves up or down at the correct angle

selected. tage on repetitive, multiple diameter narily handle on other lathes of this size.
work—a safety feature for students Taper for steel collets is ground directly into
and inexperienced operators. spindle for extreme accuracy.
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FOR BED TURRET AND COOLANT EQUIPMENT, SEE PAGE Z5.
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other accessories as required, such as coolant equipment, guards, etc.

Slide: INo. 25-555 | No. 25-556
e B ) e ——
Wirith | E T | au
UVET DU, ... . - 2VE 298

Tool Posts:

Size of Bit. 3 %" sq. %" sq.
Tool Height Adjustment. . —— 5" W

Distance Between Tool Posts:

MAaXimUM .- .voivnnerans - . 11 8%"
Minimum........ ... ; 2" 2"
Adjustment of Tool Posts:

Transverse...

posts to be positioned far apart so that even large tooling in the bed
turret can be fed in between the tool posts of the cross slide. Has the
speed and convenience of a lever type slide but is much safer b_ecause

OOl DItS. DNUE LTaverses 4 TUF EgdUn FEVRIULIUI Ul e pHuL wiees,
Thie rrnce clids ie cuhnliad ac ctandard snuinmeant with the MHand

the apron or manually with the regular hand-wheel.

collets—round, square, hex, step, soft, internal, external, etc. Takes

For 214 "—8 threaded nose lathes. 16 lbs.
For L-00 tapered nose lathes. 15 Ibs.

NO. 25-553
NO. 25-554

cutter bits. Indexing feature provides 12 positions—3 for each tool.
30" position can be used for threading. 9 Ibs. NO. 25-551

(Note: When used on Double Tool Post Cross Slides, No. 25-552
Adapter is required and must be ordered separately.)

or No. 25556 Double Tool Post Cross Slide. Mounts on either front

& GUARD FOR OUTBOARD GEAR TRAIN. Two-Piece Guard for Out-
board Gear Train. Recommended when Lever Type Collet Closer is

SLLETID W KEaSID, WILITULL WISUTUINE LUNTL LIUSE, LUIIPIeLE witlh s,
mnanntine hrarkst far unnar nortinn and lathe luhricatinn chart R he

www.OzarkToolManuals.com


http://www.OzarkToolManuals.com

holding hex head in proper position.
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This modern accessory offers the user these benefits: Speeds pro- for internal or external work. 63 Ibs. NO. 25-232
e g g e meeaes e e tne s s e 4 " NU. £2-Z.
locking by means of a unique spring lock feature. Includes parts for :’:“::::“m:,u:_o = e el ki e . . ,”

#Mounted without charge only when ordered with new lathe. Includes the bar is easy to tighten or release. Includes 8" hand wheel collet
sleeve and spindle nose cap. 9 Ibs. NO. 25-233

instructions for field mounting.
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Ya X 1%, includes HSS bU” formed cutter. Z Ibs. NU. Z3-Z5b plug. Uses std. bulb (not inciuded) up to 1UU watts. Z IDs. NU. Z3-85/
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motor pulley with 33" or 3;"” bore.
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